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GENERAL 

A. CONCRETE WORK - GENERAL 

Conform to requirements of governing building code, hereinafter called UBC, as 

MODIFIED AND SUPPLEMENTED HEREIN. "UBC STD 11 REFERS TO UNIFORM BUILDING CODE 

Standard. 

B. JCB SUPERVISION & LABORATORY TESTS 

See Section 1G, "Inspection & Tests", for details. 

Cooperate with inspector; Furnish materials for testing if required. 

» 

C. ALTERNATES 

See Section headed "Base Bids, Additive Bids & Alternates." 

FORMS 

A. BOARD FORMS 

"Standard" grade Douglas fir, shiplap, not wider than 8 inches. 

Contractor has option to use plywood forms for surfaces against earth, behind furring 

OR WHERE. OTHERWISE COVERED. 

B. PLYWOOD FORMS 

3/4 INCH CFPA "EXT PLYFORM" , CS 45-60. 

C. TREATMENT OF FORMS 

( 1 ) Board Forms : 

Keep wet previous to pouring; wet thoroughly just before pouring concrete. 

(2) Plywood Forms ; 

Coat with approved stainless form oil. 

For surfaces to be painted, use minimum quantity of oil required for form 

REMOVAL. 

EMBEDDED ITEMS 

A. Anchor drift pins. Shall be 3/8" o x 6 " long embedded 3 inches into concrete pier 

BLOCK AS DETAILED ON SHEET NO, 1, AND OF STANDARD GRADE STEEL COMMON TO THE TRADE. 

B, Anchor steel straps shall be 4 inches wide 20 gauge steel straps as detailed on 

SHEET NO.1, EMBEDDED INTO CONCRETE PIER BLOCKS AS DETAILED. 

CONCRETE INGREDIENTS 
A. ADMIXTURES 

Dewey & Almy "Darex", Sika "Plastiment" , Master Builders "Pozzolith", air entraining 
agent. Add, in proportions recommended by manufacturer, where so noted on drawings. 









mmmmmmmm. 



PAGE 2, SECTION 3B 
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B. CONCRETE BOND 

Dewey & Almy "Daraweld" or Larson Products "Weldcrete . 11 

C. ALL OTHER INGREDIENTS 

Portland Cement, UBC Std. 26-1 Type 1. 

Conform to Building Code for all other ingredients. 

QUALITY OF CONCRETE 

A. GENERAL 

Conform to Building Code. 

B. COMPRESS I VE STRENGTH, IN POUNDS per SQ. INCH AT AGE of 28 days: 

For 2500 # FiC, 5 l/2 sacks cement/ cu.yd. concrete, for all work. 

For all other work, as noted on drawings. 

MIXING & PLACING CONCRETE 

A. GENERAL 

Conform to Building Code, as supplemented herein. 

Maximum free drop of concrete v/hile pouring, six feet. 

B. NOTICE OF INTENTION TO POUR 

Notify Architect at least 24 hours before an intended pour* 

C. COMPACTION 

Employ mechanical vibrators supplemented by hand spading, next to forms whenever, 

IN THE OPINION OF THE ARCHITECT, IT IS NECESSARY AND AS DIRECTED. 

D. CONCRETE BOND 

Coat existing concrete slab edges to be patched or joined with new concrete with 

CONCRETE BOND. 

Apply in accordance with manufacturer^ directions. 

Bond between pours in wall work using cement mortar of same composition or mix on 
previously wet, clean surfaces. 

E. MAXIMUM SLUMP 

By ASTM C 143 procedures. 

Walls and footings 5" • 

Slabs 4 1 ’. 

CLEANING & REPAIRING CONCRETE 

A. FORM TIE AND BOLT 

I 

Remove form ties four days after pour, unless directed otherwise, 

* Fill holes with cement mortar mixed as dry as practicable and rammed solid. 

B. VOIDS & GRAVEL POCKETS 

Repair as directed. 

C. FINISHING EXPOSED SURFACES 

Knock fins off smooth; patch imperfections to match adjacent surfaces. 

Leave surfaces clean and smooth. 
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8. CONCRETE SLAB FINISHES 

A. GENERAL 

Screed all slabs, for whatever finish, to true levels or slopes. 




B. BROOMED SURFACE 

Score surface with broom just after initial set. 

C. MONOLITHIC FINISH 

Bring sufficient mortar to top of slab for proper finishing. 
Use monolithic finish for all concrete slabs and walks. 

9. CURING CONCRETE 






A. CURING PERIOD 

|j | Not less than 7 days, 

( j Cure concrete for longer periods where called for hereinafter or Architect directs. 




B. EXTERIOR SLABS 

Cover with clean sand; keep wet during entire curing period. 
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SECTION 4B 
MASONRY . GENERAL 



GENERAL 

A. BUILDING CODE 

Conform to requirements of governing Building Codes, hereinafter called UBC, 

AS MODIFIED AND SUPPLEMENTED HEREIN. 

"UBC Std" refers to Uniform Building Code Standard 




B. WORKMANSHIP 

( 1 ) General : 

Lay work to true lines, plumb and level, except as otherwise indicated. 

Fill joints full of mortar, except: 

(a) Joints in open-end hollow masonry units, 

Take especial care to keep above spaces clean and free from mortar droppings. 




C. PRECAUTIONS 

( 1 ) I n freezing w rat her , do no masonry work unless: 

(A) Approved :-\*:ans are provided for heating materials, and 

(B) Masonry is protected from cold and frost until mortar has hardened. 
Anti -Freeze ingredients not permitted. 

{?.) In rainy weather : 

DO WORK ONLY UNDER COVER. 

( 3 ) When work is not in progress : 

Keep tops of pier blocks covered with non-staining waterproof covering. 

( 4 ) When work i s resumed : 

Clean top surfaces of loose mortar and wet if directed. 

D. WETTING MASONRY UNITS 

Do NOT WET CONCRETE BLOCK. 

E. ALTERNATES - CONCRETE PIER BLOCKS. 

See Section headed "Base Bids, Additive Bids and Alternates." 

2 . HOLLOW MASONRY UNITS 

A. CONCRETE MASONRY UNITS 

Hollow core block made with half pumice, half sand and gravel aggregate, or 

CONCRETE. 

astm c i 45-59 or c 90-59 

Protect Unit from dampness after delivery. 



END, SECTION 4b 
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SECTION 5 F 

MISCELLANEOUS STEEL Sc IRON 



1 . GENERAL 

A. SHOP DRAWINGS 

Submit in accordance with "General Conditions." 

B. SHOP TREATMENT, After fabrication but before erection: 

( 1 ) Preparation of surfaces: 

Remove rust, scale, grease and oil by wire brushing and chemical cleaning. 

(2 ) NON-GALVAN I ZED METAL TO BE BUILT INTO MASONRY AND CONCRETE . 

One COAT ASPHALT BASE PAINT. 

( 3 ) All other metal : 

Paint one coat red lead in oil. Federal Specification TT-P-86A. 

2 . MATERIALS & WORKMANSHIP 

A. STEEL & IRON 

Conform to requirements of governing Building Code. Steel not otherwise 
specified, ASTM A 7-58T. 

B. FABRICATION 

Form steel to accurate sizes and shapes, with sharp lines and angles. 

Punch and shear to leave clean surfaces. 

Weld or rivet permanent connections; grind exposed welds smooth. 

Do NOT USE SCREWS OR BOLTS WHEN THEY CAN BE AVOIDED. 

Where used, countersink heads and draw up tight; nick threads to prevent 

LOOSEN I NG. 

Provide holes and connections for work of other trades. 

C. JOINTS & FASTENINGS 

Detail for ample strength and stiffness; conceal wherever possible. 

Where exposed to weather, form to exclude water. 

3 . MISCELLANEOUS STEEL & IRON ITEMS 

A. JOIST & BEAM ANCHORS (As required by drawings) ~ 

( 1 ) At wood and plywood- box .beams : 

Provide of steel, as detailed. Spike in securely to wood joists and beams, 

(2) At Concrete and Masonry : 

PROVIDE, UBC APPROVED, TYPE AS SHOWN. 

B. JOIST & BEAM HANGERS (Where shown on drawings) 

Steel, ASTM A 7-58T; Provide of sizes and types indicated. 

C. MISCELLANEOUS ITEMS 

Provide all other steel and iron items shown on drawings. 



END, SECTION 5 F 
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SECTION 7B 
METAL WINDOWS 



1 . GENERAL 

A. MANUFACTURER 

Aluminum windows specified in this Section shall be the products of one 

MANUFACTURER . 

B. WINDCW DIMENSIONS 

Shall be verified at the jobsite. 

C. SHOP DRAWINGS 

Submit in accordance with the "General Conditions'*. Show all required sections, 
anchorage, hardware, etc. 

D. ALTERNATES 

SEE SECTION HEADED "BASE BIDS, ADDITIVE BIDS AND ALTERNATES." 

Z. ALUMINUM WINDOWS 

A. MANUFACTURE 

Louvre King Aluminum Jalousies, as recommended by the 

Architectural Metal Manufacturer's Association Authorized to produce type 

OF WINDOW SPECIFIED BY GENERAL WINDOW COMPANY OR APPROVED EQUAL. 

B. STANDARD SPECIFICATIONS 

Conform to W.A.A.M. Standard Specifications, as modified herein. 

C. TYPE 

Commercial Aluminum Jalousie, Standard Hardware, with weatherstripping. 

D. FINISH 

Manufacturer's finish. 

All aluminum members. 

E. PROVISION FOR GLAZING 

Manufacturer's standard glazing from outside building, single thickness glass. 

F. WEATHERSTRIPPING 

Type standard with manufacturer. 

G. INSTALLATION 

Install in new wood-buck-framed openings, under Base Bid, plumb, level, and in 
perfect operating condition. 

Adjust before and after glazing. 



END, SECTION 7B 
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SECTION 8a 
CARPENTRY AT SITE 



1 . GENERAL 

A. BUILDING CODE 

Conform to requirements of local governing codes, hereinafter called UBC, as 
modified and supplemented herein. 

"UBC Std" refers to Uniform Building Code Standard. 

B. GRADING RULES 

Official rules of Association having jurisdiction. 

C. GRADE TRADEMARKS 

(1 ) Plywood 

Each panel of softwood plywood must bear CFPA grade-trademarks legibly 
applied to each panel, 

(2) Lumber 

Association grade mark and trademark must appear on each piece of material 

OR EACH SHIPMENT TO BE ACCOMPANIED BY A CERTIFICATE OF INSPECTION. 

D. MAXIMUM MOISTURE CONTENT, when delivered: 

Laminated floors, 1 

All other finish materials, 1 S$. 

Furnish moisture content certificate if and when requested. 

E. ROUGH HARDWARE 

Provide all necessary nails, spikes, screws and bolts required for proper 
installation of carpentry and millwork. 

Sizes and quantities required by Building Code or as approved by architect. 
Hardware exposed to moisture hot-dipped galvanized. 

F. ATTACHMENTS FOR WOOD ENGAGING NEW MASONRY & CONCRETE 

Approved type metal plugs or inserts, spaced as called out on the drawings. 

Wood plugs embedded in masonry or concrete not permitted. 

G. WOOD PRESERVATIVE 

( 1 ) Brush treatment : 

Rudd Paint & Varnish Company* s "Cuprol i gnum" , or approved. 

Apply one heavy brush coat to the following surfaces. 

All wood floor plates on concrete slabs. 

H. STORAGE & PROTECTION 

Protect lumber and millwork from the weather. 

I . TEMPORARY ENCLOSURES 

Wood batten doors and cloth or transparent plastic covered windows. 

Windows may be glazed in lieu of covering if glass is protected. 

J . ALTERNATE 

See Section headed "Base Bids, Additive Bids & Alternates." 

2. ROUGH CARPENTRY 

A. ROUGH LUMBER 

Douglas Fir, surfaces four sides to standard dimensions except where rough sawn 

STOCK OR OTHER SPECIES OR SHAPES ARE SHOWN ON DRAWINGS OR SPECIFIED. 

Posts and beams, 1500 f working stress grade. 
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A. ROUGH LUMBER (continued) 

Joists "Construction" grade. 

All other rough lumber, "Standard" grade. 

B. ROUGH CARPENTRY - GENERAL 

Carefully lay out, cut, fit, and erect framing. 

Secure with sufficient nails, spikes and bolts to insure rigidity and 

PERMANENCE. 

Provide for installation and support of plumbing, heating, and ventilation 

WORK, AS REQUIRED AND CALLEDOUT IN SPECIFICATIONS OR ON THE DRAWINGS. 

Install work to true lines, plumb and level, unless otherwise indicated. 

3 . FINISH CARPENTRY 

A. EXTERIOR FINISH LUMBER 

Provide exterior finish lumber as shown on drawings or required for completion. 
Exterior finish lumber shall be "B and Btr." V. G. clear Douglas fir, size as 

CALLED FOR ON DRAWINGS. 

B. INTERIOR FINISH LUMBER 

Provide interior finish lumber as shown on drawings or required for completion. 
Interior finish lumber shall be "B and Btr." V. G. clear Douglas fir, sizes as 
called for on drawings. 

C. INTERIOR TRIM 

Provide 1-1/4" x 1-1/4" V.G. Fir angle trim at all outside corners. Provide 

|/2" X 1 / 2 " V.G. FIR AT ALL INSIDE CORNERS AND AT INSIDE CORNER OF WALLS AND 
CEI LINGS. 

D. INSTALLATION OF FINISH HARDWARE 

Install all finish hardware specified under "FINISH HARDWARE" required to complete 

THE BUILDING. ALL HARDWARE ITEMS CAREFULLY AND ACCURATELY INSTALLED IN ACCORDANCE 
WITH MANUFACTURER'S WRITTEN INSTRUCTIONS. PRIOR TO COMPLETION AND ACCEPTANCE, ALL 
MOVABLE PARTS ADJUSTED TO OPERATE PERFECTLY. 

Make minor adjustments to hardware for a period of one year. After completion and 

ACCEPTANCE WITHOUT ADDITIONAL COST TO THE OWNER. 

Remove all exposed hardware during painting. 



END, DIVISION 8a 
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DIVISION 8 c 

FIR PLYWOOD COMPONENTS 



| . GENERAL 

A. BUILDING CODE 

Conform to requirements of local governing codes. 

B. GRADING RULES 

Official rules of association having jurisdiction. 

C. GRADE TRADEMARKS 

Refer to page I, Section 8a — lumber and plywood. 

D. SHOP DRAWINGS 

Submit in accordance with the "General Conditions. 1 

Show all required sections, details, anchorage, hardware and etc. 



E. ALTERNATES 

See section headed "Base Bids, Additive & Alternates, 




2. MATERIALS 

A. PLYWOOD 

All plywood used in the construction of the plywood box beams, stressed skin floor and roof 

PANELS SHALL BE OF THE GRADE AND THICKNESSES CALLED OUT ON THE DRAWINGS AND SHALL BEAR THE 
GRADE TRADEMARK OF THE DOUGLAS FlR PLYWOOD ASSOCIATION IN ACCORDANCE WITH SECTIONS C AND D 

above. Plywood used in the construction of the wall panels shall be 3/° DFPA Medium 

DENSITY OVERLAY ONE SIDE DOUGLAS FIR PLYWOOD OR 5/8" DFPA TEXTURE ONE-ELEVEN DOUGLAS FIR 
plywood or Western softwood plywood conforming to CS45-60 or CSI22-60 depending on the type 

OF MATERIAL USED. AVERAGE MOISTURE CONTENT OF PLYWOOD AT THE TIME OF GLUING SHALL BE 
BETWEEN 6 AND J fo . 

B. LUMBER 

Lumber shall be of the grade and quality as called out on sheets 2 and 3 for plywood box 

BEAMS AND STRESSED SKIN ROOF AND FLOOR PANELS. STUDS FOR WALL PANELS SHALL BE OF CONSTRUC- 
TION GRADE KILN-DRIED DOUGLAS FIR HAVING A MOISTURE CONTENT OF NOT MORE THAN \ 6 % AT TIME 

OF GLUING. All lumber shall be full length and graded per paragraph 153 -C WCLA- 15 . 

C. GLUE , 

Glue shall be of room or intermediate temperature setting resin adhesive (phenol, resorcinal, 

OR MELAMITE BASE CONFORMING WITH MILITARY SPECIFICATION MIL-A-397®*) 

3 . FABR 1 CAT 1 ON 

A. PLYWOOD BOX BEAMS 

Plywood box beams shall be fabricated in accordance with the current edition of DFPA 
Specification BB-8 "Fabrication of Plywood Beams," and as called out on the drawings, and 
SHALL BEAR THE TRADEMARK OF PLYWOOD FABRICATOR SERVICE, I NC . 
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r. 



B. STRESSED SKIN FLOOR & ROOF PANELS « 

Panels shall be fabricated in accordance with the current edition of DFPA Specification SS-8 
"Fabrication of Plywood Stressed Skin Panels" and as called out on the drawings, and shall 

BEAR THE TRADEMARK OF PLYWOOD FABRICATOR SERVICE, INC. 

C. WALL PANELS ^ e 

WALL PANELS SHALL BE FABRICATED IN ACCORDANCE WITH THE CURRENT DFPA SPECIFICATION FW-61 

"Plywood Walls" and as called out on the drawings. 

D. TEST SAMPLES 

Glue samples shall be taken at location designated by supervising architect. 



E. 



APPEARANCE 

I. Plywood Box Beams shall be "Custom Grade." 

Plywood Roof Panels shall be "Custom Grade. 

Plywood Floor Panels shall be "Utility Grade" with Exterior glue. 

Plywood Wall Panels shall be "Custom Grade" but may be nailed units if nailing is with 

GALVANIZED OR ALUMINUM FINISHED NAILS. 



2 . 

3 . 

4 . 



F. 



SHIPPING & STORAGE 

Exposed skins of all panels shall be protected against any damage during fabrication an 

DURING LOADING, SHIPPING AND UNLOADING AND SHALL BE THE RESPONSIBILITY OF THE FABRICATING 

contractor, including water damage during shipping. 

Panels shall be protected from rain, water or moisture of any type while stored and 
during erection. 

This shall be the responsibility of the general contractor. 

4 . ERECTION 

Erection shall be by the general contractor unless otherwise stated in Division 13, "Base Bios, 
Additive Bids & Alternates". 



5 . WORKMANSH I P 



l 



Workmanship shall bc in strict accorbancs with thc above specifications and as called out on 

THE DRAWINGS. ALL EXPOSED SURFACES OF ALL WORK SHALL BE A CONTINUOUS SMOOTH SURFACE FREE OF 
BLEMISHES AND BE ACCEPTABLE IN THE ARCHITECT'S ESTIMATION FOR PAINTER'S FINISH. 
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END, DIVISION 8c 
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DIVISION 8d 
MILLWORK 



MILLWORK SHALL CONFORM TO THE FOLLOWING REQUIREMENTS*. 

1. GENERAL: Take necessary measurements at building, be responsible for same. 

Execute work in strict accordance with Architects details. 

2. MATERIALS: 

A. Facia - B & Btr. grade V.G. Douglas Fir, Woodlife dipped* 

B. All exposed surfaces not specified or noted otherwise B & Btr. grade Douglas fir 

3. FRAMES; Door and Window frames shall be as detailed. All shall be mill fabricated 

AND ASSEMBLED. HEADS AND JAMBS OF DOOR FRAMED SHALL BE HOUSED TOGETHER. WHERE 
MEMBERS ARE S4S, BLIND MORTISE AND TENON. ALL JAMBS SHALL BE PLUMB AND TRUE. 

4. CCCFS : 

A. SOLID SLAB (ALL EXTERIOR DOORs) - 1-3A" PAINT GRADE V.G. FIR. BUILD ON SOLID 
CORES, ALL MATERIAL KD TO PROPER MOISTURE CONTENT, WORKMANSHIP OF HIGHEST GRADE , 
EXPOSED. CORE STRIPS AT TOP AND BOTTOM, ONE PIECE, 3 A" EDGE STRIPPING SAME 
SPECIES AND GRADE AS FACE VENEER. GRAIN OF FACE VENEER TO BE NOT LESS THAN 

l/l6" thick. All doors shall be drum sanded, 

B. Hollow Core Doors (Interior Doors) - 1-3/8" paint grade V.C. fir. Face 

BOTH SIDES, All MATERIAL KD TO PROPER MOISTURE CONTENT, WORKMANSHIP OF 
HIGHEST GRADE, SIZE AND DESIGN OF DOOR AS INDICATED. PROVIDE SOLID BACKING 

FOR ALL HARDWARE. 

5. WORKMANSHIP: All detail woodwork shall be installed in a craftsmanlike manner. 

ALL ANGLE JOINTS MITERED, ALL NAILS SET AND PUTTIED. ALL EDGES OF JAMBS AND TRIM 
MEMBERS WILL BE SLIGHTLY EASED BY SANDING. ALL EXPOSED FACES CF ALL DETAIL WORK 
SHALL BE HAND SANDED AS TO FORM A CONTINUOUS SMOOTH SURFACE FREE OF BLEMISHES AND 
BE ACCEPTABLE IN THE ARCHITECT^ ESTIMATION FOR PA I NTER • S FINISH. 



END, DIVISION 8d 
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SECTION 8G 
ACOUSTIC TREATMENT 



GENERAL 

DEFINITIONS 

Types of acoustic materials, noise reduction coefficient ranges, types of mounting, 

AND FLAME RESISTANCE RATINGS, HEREINAFTER SPECIFIED, REFER TO STANDARDS OF ACOUSTICAL 

Materials Association, 355 East 45th street, New York IT, N. Y., Bulletin xxii - 1962 

SAMPLES REQUIRED 

Type of acoustic tile specified. 

ACOUSTIC SUBCONTRACTOR 

Must be approved by manufacturer of acoustic materials and the Architect, 

ALTERNATE 

See section headed "Base Bids, Additive Bids, & Alternates , 

MATERIALS 

MANUFACTURERS APPROVED 

Simpson, Fissured mineral tile or approved equal, subject to conformance with 

SPECIFIED MATERIAL TYPES, N.R.C. SPECIFICATION RANGES, MOUNTING TYPE, LIGHT RE- 
FLECTION, AND FLAME RESISTANCE RATINGS OF THE REFERENCED A.M.A, STANDARDS. 

ACOUSTIC TILE 

(1 ) ACOUSTIC TILE 

Finely perforated and fissured cellulose tile. 12x12 inch size; minimum 
3/4 INCH THICKNESS. LIGHT REFLECTION "A"; FLAME RESISTANCE "C U . N.R.C, 
Specification Range .60 - .70 on No. 2 mounting. 

Use FISSURED TILE, FLANGE - JOINT APPLIED BY NAILING, STAPLING OR CEMENTING 
WITH AN APPROVED MASTIC* TO UNDER SIDE OF l"x4" NAILERS AT 12 " O.C. 

CEMENT FOR ADHESIVE APPLICATION 

Made or recommended by manufacturer of the acoustic tile, guaranteed to hold 
TILE WITHOUT DETACHMENT WHEN SUBJECTED TO 400 DEGREES F. ROOM TEMPERATURE FOR 
30 MINUTES. 
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ACOUSTIC TREATMENT 

3 . INSTALLATION 

A. GENERAL 

Conform to Installation Recommendations of Acoustical Materials Association, 
Bulletin xxii - 1962, as Architect judges them applicable, as modified herein. 

B. ACOUSTIC TILE 



;| 

r 



f ; 







( 1 ) General : 

Install in accordance with manufacturer’s directions in straight line 

PATTERN, TO TRUE AND EVEN PLANE, WITH TOLERANCE OF l /8 INCH IN 12 FEET. 

Seal joints around projections with approved non-bleeding caulking compound 

C. EXPOSED EDGES OF TILE 

Where edges are exposed, bevel edges as indicated on drawings, finished to 

MATCH TILE. 

D. ABUTMENTS 

WHERE ACOUSTIC MATERIALS ABUT WALLS, COPE TO ABUTTING SURFACE, TIGHT, SMOOTH FIT. 

E. CLEANING & REPAIRING 

Upon completion, clean soiled and discolored surfaces, leave free from defects. 
Remove and replace acoustic material which is damaged or improperly applied. 
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END, SECTION 8 G 
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SECTION 8h 
THERMAL INSULATION 



|. GENERAL 

A. DEFINITION 

Provide and install all insulation on floor, wall and roof stressed skin panels as shown on 

THE DRAWINGS OR HEREIN SPECIFIED. 

B. THICKNESS 

Thickness of indicated insulation; considered as nominal, subject to such increase or 
decrease as may be necessary to provide heat specified transmission, verify with 

SUPERVISING ARCHITECT. 

C. ALTERNATE 

See section headed "Base Bids, Additive Bids & Alternates. 11 

2. MATERIALS 

A. MANUFACTURERS APPROVED 

Celotex, Owens-Corn i ng, "Fiberglas", Johns-Manv I lle or equal. 

3. INSTALLATION 

A. FLOOR PANELS 

Fasten insulation from blocking to blocking between stringers in floor panels. Space 

SHOULD BE LEFT BETWEEN TOP SKIN AND INSULATION FOR VENTING IF REQUIRED. KEEP VAPOR BARRIER 
TOWARD "WARM- IN-WINTER" SIDE. INSULATE ALL AREAS AS SHOWN ON THE DRAWINGS, And/or AS REQUIRED. 

Fasten frequently enough to close gaps (fish mouths) between flange and stringers. 

B. SIDEWALLS 

Cut insulation greater than stud height. Top and bottom flange is provided by pressing 

INSULATION BACK FROM ENDS. PUSH FIBERGLASS UP AGAINST TOP PLATE OF WALL PANELS, KEEPING 
VAPOR BARRIER TOWARD THE "WARM- I N-W I NTER 11 SIDE. 

Insulate on cold side of electric boxes. 

Fasten flanges to studs frequently enough to close gaps (fish mouths) between flange 

AND STUD. 

C. CEILING PANELS 

Follow same procedure as called for in floor panels. 



END, SECTION 8h 
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SECTION 8j 
FINISH HARDWARE 



1 . GENERAL 

A. WORK INCLUDED IN THIS DIVISION 

All OTHER HARDWARE required for proper operating, fastening, and locking of 
MOVABLE-PARTS SHOWN ON DRAWINGS, WHETHER OR NOT LISTED IN HARDWARE SCHEDULE. 

If not listed, but required, provide of matching quality AND FINISH. 

B. HARDWARE APPLICATION 

Contractor responsible for proper installation and application in locations 

SPECIFIED. 

Leave hardware in proper working order; tighten all nuts, bolts, screws 

PRIOR TO COMPLETION. 

Hardware installation is covered under Section headed "Carpentry at Site." 

C. PACKING AND MARKING 

Package each item of hardware separately. 

Include necessary bolts, screws, keys, instructions, and installation templates. 
Mark each container with item number shown on Contractor *s hardware schedule. 

D. HARDWARE SCHEDULE 

Submit four copies to Architect; obtain approval before proceeding. 

List numbers specified, or equivalent numbers, for all items. 

If accepted, two rpproved copies will be returned to contractor. 

Approval of schedule does not relieve Contractor of responsibility for 

FURNISHING ALL NECESSARY HARDWARE. 

E. KEYING 

( 1 ) General ; 

All keys properly tagged with cloth tags for identification. 

Mark with room number or designation. 

(2) Masterkeying ; 

All cylinder locks subject to master key. 

Cylinder locks masterkeyed in one group. 

Furnish 5 master keys each set. 

Master key to be supplied by school to hardware supplier for keying. 

(3) Disposition of keys ; 

Master keys to be sent direct by registered mail to supervising Architect, 

F. TEMPLATE HARDWARE 

Make hardware for metal door frames to template. 

Send blueprints or physical templates, together with hardware schedule, 

TO DOOR FRAME MANUFACTURER NOT LATER THAN TWO WEEKS AFTER APPROVAL OF HARDWARE 



SCHEDULE. 
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CABINET HARDWARE (see ALTERNATES) IF REQUIRED 
Install at jobsite. 

, KEY CABINET 

None required 



GUARANTEE 

Guarantee all products furnished, abainst defects in workmanship and operation, 
for A period of one year; make minor adjustments as required, 
ouasilitt to se assumed by hardware supplier where faulty operation 

,s DUE TO EITHER IMPROPER INSTALLATION BY CONTRACTOR'S PERSONNEL OR BY OWNER 
FAILURE TO EXERCISE NORMAL MAINTENANCE AS DETERMINED BY ARCHITECT. 

Pom TRAC TOR RESPONSIBLE FOR FAULTY INSTALLATION. 

One complete set of wrenches, tools and maintenance accessories requir *^ rr 

VARIOUS MANUFACTURERS WITH ITEMS OF HARDWARE FURNISHED SUCH AS LOCKS, 

Contractor"^ s responsible for hardware damaqed by misuse or abuse as determined 
by Architect, 



J • 



FINISHES 



FURNISH HARDWARE IN THE HARDWARE SCHEDULE, 
SUPERVISING ARCHITECT IN "ALTERNATES." 



FINISH US2& OR AS SPECIFIED BY 



K. ALTERNATE 

SEE SECTION HEADED "BASE BIDS, ADDITIVE BIDS, AND ALTERNATES." 

FURNISH HARDWARE FOR ADDITIONAL DOORS AND CABINETS AS REQUIRED. 

MANUFACTURERS 

A. SPECIFIED MANUFACTURERS 

ALL HARDWARE REQUIRED SHALL BE MANUFACTURED BY RUSSELL & ERWIN OR AS APPROVED 

equal by supervising architect, 

B. FINISH HARDWARE SCHEDULE 



ITEM 1 



1 Sgl (1) Door Exterior from Classroom 4 LHR 90 Swing 
1 Sgl (5) Door Exterior from Classroom 4 RHR 9° Swing 



3 1 - 4" x 6« - 8" 1 -3/4 WOOD Door x Wood Frame 



3 pr. BUTTS 



A3313CD 4£ X 44 NRP AWS 
476 US28 KA NKD 



2 EA. EXIT BOLTS 






mm. 
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FINISH HARDWARE 



2 ea. CLOSERS 
2 EA. KICK PLATES 
2 EA. STOP & HOLDERS 
2 EA. THRESHOLDS 



D PA Alum TBGN 

10 x 38 Gray Panelyte 

823 -^ - US28 

ALLO978 - 5 x 4 l" x MS & Tamp 1 ns 
ITEM 2 



1 Sgl (2) Door Classroom 4 from Teachers Storage 3 LHR 90 swing 
2 i _ 6 "x 6 > - 8" 1-3/8 Wood Door x Wood Frame 

i± PR. BUTTS 2 Ti 4 ap 3i x 3± 

1 ea. LOCKSET 3^° tempo US28 KA MKD 

1 ea. STOP 210i US28 

ITEM 3 

See "Alternates 11 for additional door and hardware required# 
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SECTION 10a 
BUILT-UP ROOFING 



1 . GENERAL 

A, Furnish and install all roofing as described herein. 



2. MATERIALS 



A. Roofing over plywood decking. 

1, Vapor Barrier: Fiberglas Combination 

SPECI F I CAT I ONS • 

2. Fiberglas Built-up Roof Specification 

F 1 CAT 1 ONS , 3 l 5 WO SHALL BE APPLIED IN 
ROOFING SPECIFICATIONS OF THAT NUMBER 
REVISION THEREOF. 



SHEET - APPLIED AS PER MANUFACTURER’S 

A. I. A. File No. 12-B-1 Roofing Speci 

ACCORDANCE WITH THE FIBERGLAS BUILT-UP 

dated December, 1957* 0R THE latest 



3 . APPLICATION 

A. Material shall be applied in strict accordance with manufacturer's referenced 
specifications. 

B. Carry a 12" membrane over joints of all flashing and roofing, securely mop to 
adjoining surfaces. Use Fabric reinforcing where deemed necessary. 

C. Reinforce all angles, outlets, at intersection of mechanical outlets, etc,, 
with an additional roofing ply, or fabric reinforcing. 

D. Flood coats spall cover all flashing, 

E. Roofing shall be applied in strict accordance with referenced manufacturer's 
specifications. Asphalt shall be as recommended by manufacturer for the conditions 
shown. Lap all existing work a minimum of 2*0". 

F. Two (2) SAMPLES ONE FOOT SQUARE WILL BE CUT AT RANDOM FROM ROOF AFTER ASPHALT 
FLOOD COAT IS APPLIED. THESE WILL BE WEIGHED AND CHECKED AGAINST MANUFACTURER'S 
RECOMMENDED WEIGHTS. 

4. GUARANTEE 



The Contractor shall furnish the Owner with a maintenance guarantee in writing covering 

ALL ROOFING PERFORMED BY HIM. SUCH SHALL GUARANTEE THE WORK TO BE FREE FROM ALL DEF- 
ECTS IN MATERIAL AND WORKMANSHIP, AND FURTHER GUARANTEES IT TO BE WATER TIGHT AND NOT 
DAMAGED BY WATER, SNOW, OR ICE, AND THAT IT WILL REMAIN PLASTIC UNDER ALL TEMPERATURES 
OF THIS AREA. SUCH GUARANTEE SHALL COVER THE RECTIFYING OF ANY OF THESE DEFECTS FOR 
A PERIOD OF TWO (2) YEARS FROM THE DATE OF ACCEPTANCE OF THE WORK. 



END, SECTION 10A 
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SECTION lOE 

SHEET METALWORK - GENERAL 



GENERAL 

A. SHOP DRAWINGS 

Submit shop drawings in accordance with "General Conditions," and submit one 

6 INCH LENGTH FULL SIZE SAMPLE OF EACH FORMED SECTION ON EXTERIOR SHEET METAL 
ITEMS FOR ROOF WORK. 

B. PAINTING OF GALVANIZED METAL 

After fabrication but before installation, clean surfaces with gasoline. 

Coat with solution of 8 ounces copper sulphate to the gallon of water. 

Permit coating to remain on surfaces 12 hours, then dust off with stiff brushes. 
Paint surfaces with one coat red lead in oil TT-P-86a; surfaces to be built into 

ROOFING PAINTED ONE COAT ASPHALT PRIMER OVER DRIED RED LEAD IN OIL PRIMER. 

Touch up damaged areas in shop coat which will be concealed after installation. 
Touch-up and finish painting of exposed surfaces as specified under "Painting 
and Finishing." 

C. ELECTROLYTIC PROTECTION 

Where aluminum is in contact with, other materials, paint contact surfaces 2 

COATS APPROVED BITUMINOUS PAINT. 

D. GUARANTEE 

Sheet metal-work is subject to 2-year guarantee called for in "Special Conditions". 

E. ALTERNATE 

See Section headed "Base Bids, Additive Bids & Alternates". 

MATERIALS 

A. GENERAL 

All material best commercial quality, thickness not less than that noted below. 

Use heavier gauges where called for in item specification or noted on drawings. 

B. GALVANIZED STEEL 

Armco "Zinc-Grip", or Bethlehem or Republic equivalent, 24 gauge, copper bearing. 

If supplied with "Paintgrip" or "Paintlok" type finish, copper sulphate finish, 

SPECIFIED ABOVE, MAY BE OMITTED. 

C. SOLDER 



Best commercial quality, type best suited to material to be soldered 
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D. NAILS 

Galvanized steel for galvanized steel. 

E. PLASTIC CEMENT 

JOHNS-MANVI LLE "ASBESTILE" FLASHING CEMENT, OR APPROVED EQUAL. 

SHEET METALWORK 

A. WORKMANSHIP - GENERAL 

Execute by skilled mechanics according to best methods known to craft. 

Lines, moldings, edges sharp and true, reinforced as required for stiffness. 

Allow FOR EXPANSION AND CONTRACTION, AND FOR SHRINKAGE OF WOOD CONSTRUCTION. 

Joints and seams neatly formed and finished; surfaces free from waves and buckles. 
Make exterior work permanently weatherti ght. 

B. FLASHINGS - GENERAL 

Provide where shown on drawings or required for a weathertight job. 

Corners shop-formed and soldered, extending at least 1 foot each side of corner. 
Use concealed fastenings wherever possible. 

Where necessary to expose nailing, use large-head nails capped with lead, 

C. COUNTER FLASHING 

Form to detail in 8-foot lengths of galvanized steel. 

Width to overlap base flashing at least 4 inches. 

Joints at angles shop-formed, as above; lapped at least 3 inches elsewhere. 
Provide wherever roofs intersect vertical surfaces, elsewhere indicated, 

D. SHEET METAL GRAVEL STOPS, ROOF EDGINGS & FLASHINGS 

Form to detail in 8-foot lengths of galvanized steel, 

PAINT SURFACES IN CONTACT WITH ROOFING WITH BITUMINOUS PAINT (OVER SHOP PRIMER). 

Provide edge clips of l8 gauge galvanized steel, not over 24" o,c, 

NAIL EDGE CLIPS SECURELY TO WOOD CANT AND SHINGLES OR FASCIA; LOCK GRAVEL STOP 
OVER EDGE CLIPS. 

Set gravel stops lapped 3" > lap away from direction of prevailing winds and set 

JOINT IN FULL BED OF PLASTIC CEMENT, 

Bed flange in hot bitumen; nail through flange 1 inch from front edge, 

SPACE NAILS NOT MORE THAN 6 INCHES APART, OR AS REQUIRED BY ROOFING MANUFACTURER. 

E. STRAINERS 

Removable custom made basket type, 1/2 inch mesh 12 gauge galvanized steel 

WELDED OR WOVEN WIRE MESH, 

Install in each drain outlet; fit tight. 
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SHEET METALWORK - GENERAL 



F. CATCH BASIN & DOWNSPOUTS 

Provide < Y * type catch basins leading to corrugated square, galvanized steel or 

ALUMINUM. 

1-3/4" X 2-1/4" X 8 OR 10 FOOT IN LENGTH. 

Longitudinal joints locked and full soldered, end joints telescoped. 

Secure to wall with straps of #20 gauge galvanized steel or aluminum. 

Solder straps to downspouts, fasten to wall with screws. 



END, 



SECTION 10e 
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SECTION 11A 
PAINTING & DECORATING 



GENERAL 

A. The following SPECIFICATIONS cover the complete painting and finishing of all 

WOOD , CONCRETE, UNFINISHED METAL AND OTHER SURFACES THROUGHOUT THE INTERIOR AND 
EXTERIOR OF THE BUILDING, EXCEPT AS OTHERWISE SPECIFIED. 

B. The painting contractor shall supply all labor, materials, tools, ladders, 

SCAFFOLDING AND OTHER EQUIPMENT NECESSARY FOR THE COMPLETION OF THIS WORK. 

C. The painting contractor shall examine the specifications for the various other 
trades and shall thoroughly familiarize himself with all their provisions re- 
garding THEIR PAINTING; HE SHALL UNDERSTAND THAT ALL SURFACES THAT ARE LEFT 
UNFINISHED BY THE REQUIREMENTS OF OTHER SPECIFICATIONS, SHALL BE PAINTED OR 
FINISHED AS A PART of THIS contract. 

D. Copper, bronze, chromium plate, nickel, stainless steel, aluminum and Monel 

METAL SHALL NOT BE PAINTED OR FINISHED, EXCEPT AS OTHERWISE SPECIFIED. 

E. If woodwork, metal or any other surface to be finished can not be put in proper 

CONDITION FOR FINISHING BY CUSTOMARY CLEANING, SANDING, AND PUTTYING OPERATIONS, 

the painting contractor shall immediately nitify the general contractor, 

ARCHITECT OR OWNER IN WRITING; OR ASSUME RESPONSIBILITY FOR AND RECTIFY ANY 
UNSATISFACTORY FINISH RESULTING. 

STORAGE 

A. All materials used on the job shall be stored in a single place designated by the 

OWNER OR SUPERVISING ARCHITECT, SUCH STORAGE PLACE SHALL BE KEPT NEAT AND CLEAN 
AND ALL DAMAGE HERETO OR TO ITS SURROUNDINGS SHALL BE MADE GOOD. ANY OILY RAGS, 
WASTE, ETC. MUST BE REMOVED FROM THE BUILDING EVERY NIGHT, AND EVERY PRECAUTION 
TAKEN TO AVOID THE DANGER OF FIRE. 

EXTRAS 

A. The painting contractor shall not be entitled to payment in excess of the amount 
agreed upon in his contract for any extra work over and above that SPECIFIED 

HEREIN, UNLESS AUTHORIZED IN WRITING BY THE SUPERVISING ARCHITECT'S DULY 
AUTHORIZED REPRESENTATIVE. 

MATERIALS 

A. All MATERIALS USED ON THE WCRK SHALL BE EXACTLY as HEREINAFTER SPECIFIED IN 

brand and quality. No claim by the painting contractor as to the unsuitability 
or unavailability of any material specified, or his inability to produce first 

CLASS WORK WITH SAME, WILL BE ENTERTAINED UNLESS SUCH CLAIMS ARE MADE IN WRITING 
AND SUBMITTED WITH HlS BID, ALL PAINTS, VARNISHES, ENAMELS, LACQUERS, STAINS, 
PASTE FILLERS AND SIMILAR MATERIALS MUST BE DELIVERED IN THE ORIGINAL CONTAINERS, 
WITH THE SEALS UNBROKEN AND LABELS INTACT. 
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B. All materials shall be used only as specified by the manufacturer's direction 

LABEL ON THE CONTAINER. 

C. All painting materials, such as linseed oil, shellac, turpentine, etc, shall be 

PURE AND OF HIGHEST QUALITY, AND SHALL BEAR AN IDENTIFYING LABEL ON THE CONTAINER. 

D. Bids shall be based on the use of the goods of the specific brand and quality as 

HEREINAFTER SPECIFIED. |F THE CONTRACTOR DESIRES TO USE THE MATERIALS OF A 
MANUFACTURER OTHER THAN THE MATERIALS SPECIFIED, HE SHALL ACCOMPANY HIS BID WITH 
SUCH REQUEST IN WRITING TO THE ARCHITECT FOR APPROVAL, GIVING THE NAME OF EACH 
PRODUCT HE OFFERS AS A SUBSTITUTE, AND SHALL STATE THE DIFFERENCE IN PRICE PER 
GALLON OF THE VARIOUS ITEMS, AND THE AMOUNT TO BE ADDED OR DEDUCTED FROM HIS BID 
FOR SUCH SUBSTITUTION. AFTER THE AWARD, NO SUBSTITUTION OF MATERIALS FOR THOSE 
MENTIONED IN THE ACCEPTED B|D WILL BE PERMITTED, 

E. All colors shall be selected or approved by the supervising architect. If 

REQUIRED, THREE PANELS FOR FINISH AND COLOR SHALL BE PREPARED IN ADVANCE, WITH 
THE MATERIALS AS SPECIFIED, FOR THE APPROVAL OF THE ARCHITECT. 

WORKMANSHIP 

A. The workmanship shall be of the very best, all materials evenly spread and 

SMOOTHLY FLOWED ON WITHOUT RUNS OR SAGS. ONLY SKILLED MECHANICS SHALL BE EMPLOYED. 

B. All surfaces to be painted, including floors, shall be cleaned free of loose dirt 

AND DUST BEFORE PAINTING IS STARTED. 

C. All knots, pitch streaks and sappy spots shall first be touched up with Pratt & 
Lambert WP -578 Sealer or shellac where the finish calls for paint or enamel. 

D. All necessary puttying of nail holes, cracks, etc., shall be done after the first 

COAT, WITH PUTTY OF A COLOR TO MATCH THAT OF THE FINISH, PUTTY SHALL BE BROUGHT 
FLUSH WITH THE ADJOINING SURFACE IN A NEAT AND WORKMANLIKE MANNER. 

E. All metal surfaces shall first be washed with mineral spirits, to remove any dirt 

OR GREASE, BEFORE APPLYING MATERIALS. WHERE RUST OR SCALE IS PRESENT, IT SHALL 
BE WIRE BRUSHED OR SANDPAPERED CLEAN BEFORE PAINTING, SHOP COATS OF PAINT THAT 
BECOME MARRED SHALL BE CLEANED AND TOUCHED UP WITH THE PRATT & LAMBERT PRIMER 
SPECI F I ED , 

F. All galvanized metal surfaces shall be chemically treated with a compound 

DESIGNED FOR THIS PURPOSE ( L I C 5FORM, STIBLOY, SOLFO METALLIC COATING, ETC.) 

IN ACCORDANCE WITH MANUFACTURE S DIRECTIONS FOR USE, BEFORE APPLYING THE FIRST 
COAT OF PAINT. 

G. All scratches, cracks and abrasions in plywood surfaces and OPENINGS ADJOINING 

TRIM, SHALL BE CUT OUT AS REQUIRED, THEN FILLED WITH SPACKLE, FLUSH WITH AD- 
JOINING SURFACE, AND WHEN DRY SHALL BE SANDED SMOOTH AND SEALED BEFORE 

APPLICATION OF PRIMING COAT. 
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H THE PRIMING COAT on plywood shall be tinted to the approximate shade of the final 
coat# The contractor shall secure color scheoules tor rooms BEPORE PRIMING WALLS. 

I. SURFACES TO BE STAINEO SHALL BE COVERED WITH A UN l FORM COAT OF STAIN AND WIPED 
OFF IF REQUIRED. 

J. ALL UNDERCOATS OF PAINT AND ENAMEL SHALL BE OF THE SAME OR APPROXIMATE SHADE AS 
THE FINAL COAT. 

K All woodwork to be finished with enamel or varnish shall be sanded smooth and 
the surface cleaned before proceeding with the application of the first coat. 

ENAMEL OR VARNISH FINISH APPLIED TO WOOD OR METAL SHALL BE SANDED BETWEEN COATS 
WITH FINE SANDPAPER, TO PRODUCE AN EVEN, SMOOTH FINISH. 

L. All coats shall be thoroughly dry before applying succeeding coats. 

M . ALL WORK WHERE A COAT OF MATER 1 AL HAS BEEN APPLIEO MUST BE INSPECTEO AND APPROVED 
BY THE ARCHITECT BEFORE THE APPLICATION OF THE SUCCEEDING SPECIFIED COAT, OTHER- 

• WISE NO CREDIT FOR THE COAT APPLIED WILL BE GIVEN, AND THE CONTRACTOR AUTOMATICALLY 
ASSUMES THE RESPONSIBILITY TO RECOAT THE WORK IN QUESTION. THE PAINTING CONTRACTOR 
WILL FURNISH THE ARCHITECT A REPORT OF THE PARTICULAR COAT APPLIED WHEN COMPLETED 
FOR INSPECTION AND APPROVAL TO COMPLY WITH THE ABOVE. 

N. All interior trim shall be back-primed before installation, with Pratt & Lambert 
Interior Trim Primer or approved equal* 

0 All exterior trim shall be back-primed before installation, with Pratt & Lambert 
House Paint Exterior Primer. Tops of all upper sash and bottoms of all lower 

SASH SHALL BE FINISHED SAME AS BALANCE OF SASH. 

P. ALL PULLEY STILES SHALL BE OILED WITH BOILED LINSEED OIL. 

Q. TOPS, BOTTOMS AND EDGES OF DOORS SHALL BE FINISHED SAME AS BALANCE OF DOORS 

AFTER THEY ARE FITTED BY THE CARPENTER. 

R ALL closets and the interior of all cabinets shall be finished the same as 

adjoining rooms, unless otherwise specified. All other surfaces shall be finished 
the same as nearest or adjoining surfaces unless otherwise shown. 

S the insides of all drawers shall be given one coat of pure white shellac and 

ONE COAT OF PRATT » LAMBERT » 3 8" PALE TRIM VARNISH GLOSS OR APPROVES EQUAL. 

T. Exterior painting shall not be done while the surface is damp, or during rainy 

FROSTY WEATHER. 

U. WHERE INTERIOR OR EXTERIOR WOOD AND METAL ARE PRIMED IN THE MILL OR SHOP, THE 
MATERIAL SHALL IN EVERY CASE BE THAT SPECIFIED FOR SUCH SURFACES, AND SHALL BE 
USED IN ACCORDANCE WITH THE MANUFACTURER'S DIRECTIONS FOR THE FIRST OR PRIME COAT. 
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V. The painting contractor shall not only protect his work at all times* but shall 

ALSO PROTECT ALL ADJACENT WORK AND MATERIALS BY SUITABLE COVERING OR OTHER METHOD 
DURING THE PROGRESS OF HIS WORK, UPON COMPLETION OF THE WORK, HE SHALL REMOVE 
ALL PAINT AND VARNISH SPOTS FROM THE FLOORS, GLASS AND OTHER SURFACES, HE SHALL 
REMOVE FROM THE PREMISES ALL RUBBIFH AND ACCUMULATED MATERIALS OF WHATEVER 
NATURE NOT CAUSED BY OTHER TRADES AND SHALL LEAVE THE WORK IN CLEAN, ORDERLY AND 
ACCEPTABLE CONDITION, 

W. All lettering shall be executed in style and design as directed by the architect, 

BY SKILLED AND CAPABLE MECHANICS EMPLOYED FOR THIS WORK, 

EXTERIOR PAINTING 

A. All CFPA Medium density overlay plywood shall be given 1 coat P&L House Paint 
Primer #305; 2 coats P&L Low Luster House Paint. 

B. All CFPA Texture 1-11 shall be given 2 coats P&L Exterior Rustic Stain. 

C. All Wood Sun Screen and Beams shall be given l coat P&L Effecto Primer; 2 coats 

P&L Effecto Enamel. 

D. All Wood Fascia, and miscellaneous wood, piers and floor beams shall be given 
l COAT P&L House Paint Primer #305; 2 coats P&L Low Luster House Paint. 

E. All Wood Decks shall be given 3 coats P&L "6l" Floor and Porch Enamel. Notes 

1st coat to be thinned with one quart mineral spirits to one gallon Enamel; 

AND THE FINAL COAT TO CONTAIN L LB, WALNUT SHELLS FOR SKID-PROOFING. 

F. All sheet metal flashing and miscellaneous ferrous metals shall be given 1 COAT 

P&L #25 Zinc Chromate Primer; 2 coats P&L Effecto Enamel, Note: All galvanized 

METAL TO BE TREATED ACCORDING TO SECTION M F" UNDER "WCRKMANSH I P 11 . 

INTERIOR PAINTING 

A. All DFPA fir plywood shall be given l coat P&L Filtex, sanded lightly; 1 coat 
P&L Tonetic Wood Stain; 1 coat P&L "38" Pale Trim Varnish Gloss, sanded; 1 coat 
P&L "38" Pale Trim Varnish Satin or Dull, 

B. All wood sash shall be given 1 coat P&L Interior Trim Primer; 2 coats P&L 
Cellu-Tone Satin. 

C. All low roof ceilings (CFPA medium density overlay plywood) shall be given 1 
coat P&L Interior Trim Primer; 1 coat P&L Lyt-All Flowing Flat. 



END, SECTION 11A 



mm m 



JJ f i ii ' ii 









mm 



mmmmrnm 



SECTION I Id 
GLASS & PLASTIC GLAZING 



SECTION I I d 

GLASS & PLASTIC GLAZING 

| # GENERAL 

A. Furnish and install all crystal glass, wire glass and plastic as shown on the drawings and 

AND DESCRIBED H REIN. 

2. MATERIAL 

A. Crystal sheet glass - 3/ 1 6 " heavy sheet glass as manufactured by Li bby-Cwens-Ford, Pittsburg 
Plate Glass Company, or approved equal, 

B. Plastic Glass - 8 oz. "Filon" or approved equal. Color to be selected by owner. 

C. Wire Glass - 1 / 4 " polished Misco, as manufactured by Miss. Glass Company or approved equal. 

3. APPLICATION 
A. General 

1, Glass shall be cut and set as to allow "waves" to run horizontally. 

2. Rabbets and stops shall be primed, clean, and dry before any glazing is done. 

3. Cut glass accurately; block to fit opening all around. 

4 , Sash equipped with wood stops - bed glass in putty, secure stops neatly, without 

DEFACEMENT. 



5, Cleaning by General Contractor. 

6. Do NO GLAZING WHEN TEMPERATURE IS BELOW 40 DEGREES F . , OR WHEN DIRT IS PRESENT. 
GLAZING IN WET WEATHER, EXCEPT UNDER COVER. 



Do NO 



END, SECTION I Id 
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DIVISION 1 1F 
CAULKING 



DIVISION 1 1 F 
CAULK I NG 



GENERAL 



A. The Contractor shall provide all items, articles, materials, operations and 

SERVICES MENTIONED OR SCHEDULES ON THE DRAWINGS ANd/oR MENTIONED HEREIN, INCLUDING 
ALL LABOR, MATERIALS, EQUIPMENT AND INCIDENTALS NECESSARY AND REQUIRED FOR THEIR 
COMPLETION. 

B. Work in other Sections: Vapor Barrier 

CAULKING 

A. Material - A. C. Horn, Vulcatex Kaukit, or approved equal. 

B. Application - Joints clean, free from dust and dirt. Joints over 3/4" deep 
pack with Oakum to within 3/4" of surface. Apply compound as per manufacturer’s 
instruction to fit joint. Fill all joints before final coat of paint. Remove 

ANY EXCESS, LEAVE ALL NEAT, CLEAN, AND WATERTIGHT. 

C. Area to be treated - Joints around frames of doors, windows, other openings, in 

EXTERIOR WALLS AND OTHER JOINTS WHERE NECESSARY ANd/oR INDICATED TO BE CAULKED, 

OR AS DIRECTED. 



o 
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END, SECTION 11 F 
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PAGE 1, DIVISION 14d 
CHALKBOARD, TACKBOARD, PEGBOARD 



DIVISION 14d 

CHALKBOARD. TACKBOARD. PEGBOARD 



1 . GENERAL 

A. Applicable notes and references called out on the Drawings shall be considered 

A PART OF THIS SECTION OF THE SPECIFICATIONS. 

2. MATERIAL 

A. CHALKBOARD & TACKBOARD SHALL BE CURASLATE AS MANUFACTURED BY P. B. S. SUPPLY 
Company, 1321 Aloha Street, Seattle 9, Washington, or approved equal. Manufac- 
tured AS DETAILED ON THE DRAWINGS AS TO SIZE AND TYPE. COLOR AS SELECTED BY 

supervising Architect. 

B. PEGBOARD SHALL BE STANDARD 1/4" PERFORATED DFPA A-A PLYWOOD OR APPROVED EQUAL, 

3» INSTALLATION 

A. General Contractor shall install on site in accordance with Drawings and under 

SUPERVISING ARCHITECTS DIRECTION. 

4. SIZES 

A. SIDEWALL OF CLASSROOM SHALL RECEIVE A 4 * x8» CHALKBOARD WITH A 4 * x4 * CORKBOARD ON 
BOTH ENDS , COMPRISING A TOTAL UNIT OF 4' HIGH BY l6* LONG, 

B. ENDWALL OF CLASSROOM SHALL RECEIVE A 4 » X8* CHALKBOARD. 

5. ALTERNATES 

See Alternates 1e for any special conditions listed by supervising architect or owner. 



END, DIVISION 14d 
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DIVISION 13 - FLOOR COVERING 
SUPPLEMENTARY CLASSROOM #1 



13A - RESILIENT FLOOR COVERING 



1 . GENERAL 



Entire interior floor area to be covered, 

2. TEMPERATURE TO BE MAINTAINED 

Not lower than ~(0 degrees F. for 48 hours before laying, during laying and for 48 

HOURS AFTER LAYI NG . 

3 • DELIVERY OF MATERIAL 

Deliver in unbroken packages, manufacturer's original labels thereon. Do not remove 
labels or open packages until inspected and approved by Architects. 

4. COLORS AND PATTERNS 

Architect will select from samples submitted by contractor from price group 
hereinafter named. 

5 . MATERIALS 



Armstrong or approved equal. 9*9 inch size. Selected from Grade "C" with a Grade 

" D" TILE TO BE USED AS STRIPING UNDER BEAMS. 

6 . INSTALLATION 

A. Preparation of Surface 

See that surfaces are in proper condition for installation of covering. 

Remove grease, dirt and other foreign substances. Fill open joints wider 

THAN 1 / 16 " WITH HARDSETTING MATERIAL. 

B. Method of Installation 

Follow standard specifications of Asphalt Tile Institute. 

7 . RUBBER BASE 

Provide a 2-g- inch moulded rubber base as called for on the Drawings. Install as 

PER MANUFACTURER'S SPECIFICATIONS. 
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END, SECTION 13a 






PAGE I, DIVISION I 9A 
ELECTRICAL WORK 

DIVISION I9A 
ELECTRICAL WORK 

1 . GENERAL 

A. SCOPE: Included in the Electrical work is all work and related items necessary to provide 

A COMPLETE ELECTRICAL INSTALLATION; FURNISH ALL LABOR, MATERIAL AND TOOLS, ETC. 

B. PLANS: Drawing is diagrammatic and right is reserved to make reasonable changes in location 

AND ARRANGEMENT WITHOUT EXTRA COST TO THE OWNER. 

C. CODES: All work shall conform to the National, State and Local Electrical Codes, which shall 

BE A MINIMUM STANDARD. ALL WORK SHALL BE APPROVED BY THE ELECTRICAL INSPECTOR; FURNISH CER- 
TIFICATE OF INSPECTION TO OWNER. 

D. WORKMEN: All work shall be done by competent craftsmen. 

2. MATERIALS 

All materials shall be new, free from defects and listed as approved by the Underwriters Laboratories, 
Inc. Each type of material shall be of the same make and quality throughout the work. Any material 

NOT EXACTLY "AS SPECIFIED 11 SHALL BE APPROVED BY THE ARCHITECT. 

A. RACEWAYS: All conduit shall be galvanized and sheardized steel or aluminum. Wiremold shall 

BE AS MANUFACTURED BY THE WlREMOLD COMPANY. 

B. COUPLINGS AND CONNECTIONS FOR TUBING shall be split corrugated ring and tightening nut, or 

STAINLESS STEEL GRIPPING RING. 

C. CONDUIT FITTINGS shall be cast or malleable iron or cast aluminum. 

D. UNION JOINTS IN RIGID CONDUIT: Erickson or 0-Z split couplings. 

E. CONDUIT: All raceway shall be installed in a neat workmanlike manner. Provide ample clear- 
ance AROUND OTHER MATERIALS. BOXES SHALL BE INDEPENDENTLY AND SECURELY SUPPORTED. 

F. GROUNDING: Exercise care to insure continuity of grounding connections throughout the job. 

Fixtures and outlets connected with Wiremold shall be grounded with a separate green ground-wire. 

G. WIRE AND CABLE: National Electrical Code, Type R, RHW, RH, RW, TW, THW and AF insulated 

COPPER CONDUCTOR. 

H. MINIMUM WIRE SIZE: Lighting and power #|2AWG; Fixture wire #|4AWG. 

I. WIRE PULLING shall be done in a workmanlike manner without nicking or peeling insulation. 

J. FIXTURES shall be neatly installed and thoroughly cleaned prior to final acceptance. 

Contractor shall be responsible for all breakage and replace at no additional cost to the 

OWNER . 

K. SURFACE DEVICES shall be in cast boxes or Wiremold boxes. 
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PAGE 2, DIVISION \% 
ELECTRICAL WORK 



L. TESTS: All wiring shall be tested according to standard practice to the satisfaction of the 

architect and the owner. 

M. NOTE: See Division 20 for outside wiring between existing power source and new classroom, 

ALSO SUPERVISING ARCHITECT'S PLOT PLAN. 

N. DRAWINGS: See drawings for types of fixtures and heating units plus additional notes. 



END, DIVISION 19a 
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